<table>
<thead>
<tr>
<th>Title</th>
<th>Tuning magnetic anisotropy of amorphous CoFeB film by depositing on convex flexible substrates</th>
</tr>
</thead>
<tbody>
<tr>
<td>Author(s)</td>
<td>Qiao, Xinyu; Wang, Baomin; Tang, Zhenhua; Shen, Yuan; Yang, Huali; Wang, Junling; Zhan, Qingfeng; Mao, Sining; Xu, Xiaohong; Li, Run-Wei</td>
</tr>
<tr>
<td>Date</td>
<td>2016</td>
</tr>
<tr>
<td>URL</td>
<td><a href="http://hdl.handle.net/10220/41652">http://hdl.handle.net/10220/41652</a></td>
</tr>
<tr>
<td>Rights</td>
<td>© 2016 The Author(s) (published by American Institute of Physics). All article content, except where otherwise noted, is licensed under a Creative Commons Attribution (CC BY) license (<a href="http://creativecommons.org/licenses/by/4.0/">http://creativecommons.org/licenses/by/4.0/</a>).</td>
</tr>
</tbody>
</table>
Tuning magnetic anisotropy of amorphous CoFeB film by depositing on convex flexible substrates

Xinyu Qiao,1,2,3 Baomin Wang,2,3,a Zhenhua Tang,2,3 Yuan Shen,2,3 Huaili Yang,2,3 Junling Wang,2,4 Qingfeng Zhan,2,3 Sining Mao,2,3 Xiaohong Xu,1,a and Run-Wei Li2,3,a

1Key Laboratory of Magnetic Molecules and Magnetic Information Materials of Ministry of Education, School of Chemistry and Materials Science, Shanxi Normal University, Linfen 041004, China
2Key Laboratory of Magnetic Materials and Devices, Ningbo Institute of Materials Technology and Engineering, Chinese Academy of Sciences, Ningbo, Zhejiang 315201, China
3Province Key Laboratory of Magnetic Materials and Application Technology, Ningbo Institute of Materials Technology and Engineering, Chinese Academy of Sciences, Ningbo 315201, China
4School of Materials Science and Engineering, Nanyang Technological University, Singapore 639798, Singapore

(Submitted 15 January 2016; received 6 November 2015; accepted 10 December 2015; published online 29 February 2016)

We have investigated the magnetic properties of amorphous Co40Fe40B20 (CoFeB) thin films grown on flexible polyimide (PI) substrates, which were fixed on convex molds with different curvatures during the magnetron sputtering deposition. When the flexible substrates were changed from convex to flat state after fabrication, a uniaxial magnetic anisotropy was induced in the CoFeB film due to magnetostrictive effect. Furthermore, the anisotropy also depends on the thicknesses of the film and substrate. Our results demonstrate a convenient method to tune the anisotropy of magnetic thin films grown on flexible substrates. © 2016 Author(s). All article content, except where otherwise noted, is licensed under a Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).

I. INTRODUCTION

Magnetic anisotropy, which determines the magnetization easy axis, is essential for many devices such as magnetic recording, magnetic sensors, microwave devices, and so on.1–3 Materials with different magnetic anisotropy are needed for various applications.4–7 Therefore, tuning the anisotropy of magnetic materials is of vital importance and has attracted a lot of attention. Various methods, including oblique deposition,8 annealing in magnetic field,9 cluster beam deposition,10 and bending the substrate during film deposition,11,12 have been investigated. Recently, we studied the magnetic properties of amorphous Co40Fe40B20 (CoFeB) thin films on flexible substrates, which show that the anisotropy can be effectively tuned by strain partially due to the negligible magnetocrystalline anisotropy.13,14

We have fabricated amorphous CoFeB thin films on pre-bent flexible polyimide (PI) substrates, which have excellent thermal stability, good mechanical, optical, electrical, and chemical properties.15 Due to magnetostriuctive effect, the uniaxial magnetic anisotropy of amorphous CoFeB can be enhanced by increasing the pre-strain of the flexible substrates during film growth. Combined with the roll-to-roll technique,16,17 we propose a method to grow flexible magnetic films with controllable magnetic anisotropy.

Correspondence and requests for materials should be addressed to E-mail: wangbaomin@nimte.ac.cn; xuxiaohong_ly@163.com; runweili@nimte.ac.cn

2158-3226/2016/6(5)/056106-1 © Author(s) 2016.
II. EXPERIMENTAL

CoFeB thin films of different thickness were grown on PI substrates at room temperature (RT) using DC magnetron sputtering. The base pressure of the sputtering chamber is lower than 7.5×10^{-5} Pa. Before being placed into the sputtering chamber, the PI substrates were cleaned ultrasonically in ethanol for 15 min, and then dried with nitrogen gas. The substrates were fixed on molds using double-sided tape with different curvatures, represented by the mold radii, as shown in Fig. 1(a). During deposition, the Ar flow was kept at 10.6 sccm and the pressure was set at 0.1 Pa. The deposition power and the distance between the target and the substrate were kept at 40 W and 50 mm, respectively. The deposition rate was 6 nm/min. Prior to be taken out of the chamber, 3 nm Ta layer was deposited on the CoFeB films to prevent oxidation. The hysteresis loops were measured using vibrating sample magnetometer (VSM, Lakeshore 7410) at room temperature.

III. RESULTS AND DISCUSSION

After deposition, once the samples are released from the convex molds and flattened, a compressive stress is induced to the film as shown in Fig. 1(b). Fig. 1(c) shows the magnetic hysteresis loops of a 70 nm CoFeB film on PI substrates with the magnetic field along x and y direction, respectively. Due to the positive magnetostriction of CoFeB, the compressive strain will induce a magnetic anisotropy in the film. Fig. 1(d) shows the angular dependence of normalized $M_r/M_s$, which oscillates with 180° periodicity showing a uniaxial magnetic anisotropy in the CoFeB film. During the measurements, $H$ is rotated within the $xy$ plane with $\theta$ being the angle between $H$ and $x$ direction. It shows that the easy axis is along $x$ direction and the hard axes along $y$ direction, and $M_r/M_s$ has a maximum value when $H$ is parallel to the easy axis. Our results demonstrate that the magnetic anisotropy of amorphous CoFeB films can be effectively tuned by controlling the strain state of the substrate during film growth.

In the process of tuning magnetic anisotropy of CoFeB films as shown in Fig. 1(a)&1(b), several factors should be taken into consideration, such as the curvature of the substrate, the thicknesses of film and substrate etc. Figure 2 shows the hysteresis loops of 30 nm CoFeB films grown on substrates with different curvatures, which were measured along the x and y axis, respectively.
With decreasing of curvature from 4.99 cm to 0.99 cm, the $M_r/M_s$ along the $x(y)$ axis changes from 0.80 (0.23) to 0.90 (0.10). An anisotropy field ($H_k$) is introduced to describe the change of magnetic anisotropy quantitatively, which is defined as the difference in magnetic fields required to reach saturation magnetization along hard and easy axis, respectively [$H_k = H_{sat}$ (hard) $- H_{sat}$ (easy)]$^{18-20}$. Here, we summarize the various factors that may influence the magnetic anisotropy. The compressive strain generated on the film will be increased when the curvature of the mold increases, which will give rise to a larger uniaxial magnetic anisotropy as shown in Fig. 3(a). Investigations on films with difference thicknesses show that the anisotropy field is enhanced with increasing CoFeB film thickness at a given mold curvature [Fig. 3(b)]. Thus, we can obtain the desired magnetic anisotropy by changing the thickness of the CoFeB film of the substrate mold curvature. Furthermore, the magnetic anisotropy also increases when the thickness of substrate is increased as shown in Fig. 3(c).

\[
\frac{L}{L + \Delta L} = \frac{r + \frac{h + t}{2}}{r + t + h}
\]  

(1)

\[
\varepsilon = \frac{\Delta L}{L} = \frac{h + t}{2r + h + t} = 1 - \frac{2r}{2r + h + t}
\]  

(2)

\[
\delta = \varepsilon E_f/(1 - \gamma^2)
\]  

(3)

In order to understand how these factors affect the magnetic anisotropy, we propose a model as shown in Fig. 3(d). When the film/substrate is fixed on the convex mold, there is a tensile strain $\Delta L$ on the top surface and a compressive strain at the bottom. Assuming the original length of the substrates is $L$, $\Delta L/L$ is defined as the compressive strains $\varepsilon$ that will be introduced to the CoFeB film when the sample is flattened. The value of $\Delta L$ can be obtained from equation (1), where $r$ is the...
radii of the mold, $h$ is the thickness of the substrate, and $t$ the thicknesses of the CoFeB film. The corresponding stress $\delta$ in the film is represented by equation (3), where $E_f$ is the Yong’s modulus ($E_f = 160$ GPa for CoFeB), $v$ is the Poisson ratio ($v = 0.3$ for metals).\textsuperscript{21,22} From equation (2), we can clearly see that $\varepsilon$ can be increases by reducing the substrate curvature, increasing the thicknesses of the film or substrate, resulting in larger compressive stress in the film when the sample is flattened.

IV. CONCLUSIONS

In summary, we have investigated the magnetic properties of amorphous CoFeB films deposited on flexible PI substrates fixed on convex molds. Uniaxial magnetic anisotropy is introduced to the CoFeB film due to magnetostrictive effect. The magnetic anisotropy strongly depends on the substrate curvature, the thicknesses of both the film and the substrate. Combined with the roll-to-roll deposition technique, it is possible to achieve large-scale preparation of flexible magnetic films with controllable magnetic anisotropy.

ACKNOWLEDGMENTS

This work was supported by the National Natural Science Foundation of China (51571208, 51301191, 11274321), Overseas, Hong Kong& Macao Scholars Collaborated Researching Fund (51428201), the Scientific Research Foundation for the Returned Overseas Chinese Scholars (State Education Ministry), the Youth Innovation Promotion Association of the Chinese Academy of Sciences, the Key Research Program of the Chinese Academy of Sciences (KJZD-EW-M05), Ningbo Major Project for Science and Technology (2014B11011), Ningbo International Cooperation Projects (2014D10005).

\textsuperscript{2} S. Parkin, Proceedings of the IEEE \textbf{91}, 661 (2003).