<table>
<thead>
<tr>
<th><strong>Title</strong></th>
<th>Effect of ion implantation on layer inversion of Ni silicided poly-Si</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Author(s)</strong></td>
<td>Lee, Pooi See; Pey, Kin Leong; Mangelinck, D.; Ding, Jun; Chi, Dong Zhi; Osipowicz, T.; Dai, J. Y.; Chan, L.</td>
</tr>
<tr>
<td><strong>Date</strong></td>
<td>2002</td>
</tr>
<tr>
<td><strong>URL</strong></td>
<td><a href="http://hdl.handle.net/10220/8104">http://hdl.handle.net/10220/8104</a></td>
</tr>
<tr>
<td><strong>Rights</strong></td>
<td>© 2002 The Electrochemical Society. This paper was published in Journal of The Electrochemical Society and is made available as an electronic reprint (preprint) with permission of The Electrochemical Society. The paper can be found at the following official URL: <a href="http://dx.doi.org/10.1149/1.1494828">http://dx.doi.org/10.1149/1.1494828</a>. One print or electronic copy may be made for personal use only. Systematic or multiple reproduction, distribution to multiple locations via electronic or other means, duplication of any material in this paper for a fee or for commercial purposes, or modification of the content of the paper is prohibited and is subject to penalties under law.</td>
</tr>
</tbody>
</table>
Effect of Ion Implantation on Layer Inversion of Ni Silicided Poly-Si

P. S. Lee,a K. L. Pey,b,z D. Mangelinck,‡ J. Ding, a D. Z. Chi, d T. Osipowicz, e J. Y. Dai, c and L. Chan a

a Department of Materials Science, b Department of Electrical and Computer Engineering, c Institute of Materials Science and Engineering, and d Department of Physics, National University of Singapore, Singapore 11967
b L2MP-CNRS, Faculte de Saint-Jerome-case 151, 13397 Marseille Cedex 20, France
c Chartered Semiconductor Manufacturing, Limited, Singapore 738496

The effect of ion implantation on the behavior and extent of layer inversion in Ni-silicided poly-Si was investigated. Two different implantation species, namely, BF2+ and N2+, which affect the poly-Si grain growth were used. Retarded layer inversion was found with the ion-implanted poly-Si substrates. However, the formation of NiSi2 takes place at 700°C, which is slightly lower than that on Si(100). The easy nucleation of NiSi2 on poly-Si is implicitly related to the morphology perturbation.

© 2002 The Electrochemical Society. [DOI: 10.1149/1.1494828] All rights reserved.


Salicide material has encountered various challenges as complementary metal oxide semiconductor (CMOS) device dimensions shrink. The difficulty in the phase transformation of TiSi2 from C49 to C54 phase has resulted in an increase in sheet resistance of the poly-Si lines as the linewidths reduce. The problems related to the scaling of the widely used TiSi2 have initiated much investigation on other silicides. Currently sub-0.25 μm devices have replaced TiSi2 with CoSi2. Although CoSi2 has shown competency because its sheet resistance is independent of linewidth, the high Si consumption and junction leakage due to spiking or other mechanisms are critical problems for the future submicrometer CMOS applications. Much attention has been given to the search for an optimum salicidation material. NiSi has been given worthy consideration due to its several attractive features, which include low salicidation temperature (400-600°C), lower Si consumption than TiSi2 and CoSi2, lesser film stress, and good bridging resistance since Ni is the dominant diffusing species. The initial study of NiSi as a replacement material for salicidation was reported by Morimoto et al.1 Stable sheet resistance was achieved at 0.4 μm poly-Si linewidths after a 600°C, 30 s anneal. Aggressive device scaling has prompted further study of Ni silicides on linewidths about 0.1 μm.2

The thermal stability of thin silicide films on Si is a major concern, since it limits the thermal budget allowable for further processing. The microstructure of silicide films may degrade by grooving and islanding under excessive heat-treatment. Recently, new merged devices, such as logic and dynamic random access memory (DRAM), logic and radio frequency (rf) DRAM, and rf, and so on, are now in demand. In the merged devices, there are various thermal processes, e.g., annealing of the capacitor dielectric in DRAM (~800°C) and activation of impurities in device junctions (~900°C and above). If these processes are carried out after silicidation, it is necessary to find the means to suppress degradation of the silicide during subsequent processing.3 The well-known problems of NiSi are the relatively low thermal stability including phase transformation to the high resistivity NiSi2 phase and morphology degradation after high processing temperatures. Silicide stability is usually less robust on the polycrystalline Si (poly-Si). On poly-Si, inversion in the respective positions of the silicide and the poly-Si due to poly-Si grain growth was reported to start at temperatures as low as 550°C with Ni silicides.4 This work aims to investigate the effect of ion implantation in poly-Si on layer inversion of Ni silicides. Two kinds of implant species were employed, namely, BF2+ and N2+.

E-mail: elepeykl@nus.edu.sg

Experimental

Poly-Si was deposited using the conventional low pressure chemical vapor deposition (LPCVD) onto Si(100) blanket wafers with gate oxide of 60 Å. On the blanket poly-Si wafers, ion implantation was carried out using BF2+ with a dose of 3 × 1015 cm−2 at 30 keV, followed by postimplant annealing at 925°C for 30 s. N2+ implantation was done with a dosage of 6 × 1014 cm−2 at 15 keV on the blanket poly-Si wafers, followed by postimplant annealing at 950°C, 60 s. The undoped and doped poly-Si wafers were sputtered with Ni of about 30 nm after a dilute HF clean. The effect of different dopants on layer inversion of Ni silicides was analyzed using Rutherford backscattering (RBS), scanning electron microscopy (SEM), X-ray transmission electron microscopy (XTEM), and sheet resistance measurements.

Results

Figures 1a and b show the XTEM micrographs of Ni on undoped poly-Si after annealing at 500 and 700°C. After salicidation at 500°C, NiSi forms on the poly-Si without any protrusions. The poly-Si grains still preserve the needle-like columnar form without obvious grain growth. It has been shown that without the silicide layer, poly-Si grains will not undergo significant grain growth up to 1000°C.5 With the presence of a silicide layer, which can act as a transport medium, layer inversion has occurred during which the Si grains underwent exaggerated grain growth (or secondary grain growth) and penetrate through the silicide layer to reach the free surface. The resultant topological inversion is shown in Fig. 1b. The poly-Si grains were large and relatively free of defects such as stacking faults that were present in the as-deposited Si layer (and even after 500°C silicidation as shown in Fig. 1a).

The progress of layer inversion was monitored using RBS analysis as shown in Fig. 2. At 500°C, the composition yield ratio corresponds to the formation of NiSi. After annealing at 600°C, the Ni yield experienced a sudden drop and the Si yield was relatively high and advanced to the surface. This is an indication of the occurrence of layer inversion. At 700°C, the Ni yield continues to lower and forms a broad bell shape. A similar spectrum was obtained at 900°C. This shows that the layer reconstruction begins at a low temperature of 600°C and continues even up to 900°C.

For samples with BF2+ implanted poly-Si with postimplant annealing, the RBS composition analysis was performed after salicidation at temperatures ranging from 500 to 750°C. As shown in Fig. 3, the composition yield corresponds to NiSi after 500°C anneal and remains unchanged after annealing at 600°C. This is in great contrast compared to the undoped poly-Si where layer reversal has started. Therefore, the suppression of layer inversion is clearly due
to the incorporation of dopants in the poly-Si layer prior to silicidation. At 700°C, a drop in yield occurs at the Ni peak, yet the peak is relatively symmetrical without much tailing affect. Simulation with RUMP suggests a composition ratio close to NiSi₂ at 700°C. After annealing at 750°C, the Ni peak shows a raising shoulder occurring at the bottom layer, and this corresponds to the intrusion of silicide, which is also reflected from the Si that extends to the free surface. Therefore, layer inversion is evident with the BF₂ samples at 750°C, which is a relatively higher onset temperature compared to that on the undoped poly-Si.

Figure 4 shows the RBS spectra of Ni on N₂⁺ implanted poly-Si after annealing at various temperatures. The RBS composition ratio corresponds to NiSi at 500°C. After annealing at 700°C, the Ni yield falls and the ratio to Si is close to that of NiSi₂. At 750°C, tailing at the Ni peak signifies the progress of layer inversion.

Raman spectroscopy was used to check the phase formation of the samples, and the results are shown in Fig. 5. NiSi formation was confirmed at 600°C for all the Ni silicided poly-Si samples with and without ion implantation. At 700°C, no NiSi Raman peak was detected for all the samples at various sample locations. This shows that NiSi₂ has nucleated at 700°C on the poly-Si samples with and without ion implantation as suggested by the composition yield ratio of Ni to Si close to 1:2 at 700°C as shown in Fig. 2 to 4. From the Raman spectra obtained at 700°C on the undoped poly-Si, the huge peak at 302 cm⁻¹ belongs to the TA phonon Si and was attributed to the denuded Si regions due to extensive layer inversion.² In contrast, the Raman spectra obtained from BF₂ or N₂⁺ implanted poly-Si samples do not exhibit the 302 cm⁻¹ Si Raman peak, and the spectra resemble that of NiSi₂ on Si(100).³ This further confirms that layer inversion is less extensive on the implanted samples and that NiSi₂ has nucleated at 700°C.
The extent of layer inversion was further compared using the SEM analysis as shown in Fig. 6a to c. After annealing at 600°C, random exposure of holes in the silicide film is observed, and this is attributed to the extension of poly-Si toward the surface. It is obvious that improved morphology was achieved with the BF$_2$ and N$_2$$_1$ implanted poly-Si samples compared to the undoped poly-Si.

The sheet resistance behavior of Ni on the undoped and doped poly-Si is shown in Fig. 7. For samples with ion implantation and postimplant annealing, the change in sheet resistance is relatively small at 500 and 600°C compared to that on undoped poly-Si. At 700°C, a drastic increase is observed on the undoped poly-Si due to layer inversion. In contrast, the implanted samples have relatively stable sheet resistance. The rise in sheet resistance at 700°C can be attributed to both layer inversion and NiSi$_2$ nucleation. At 750°C, the sheet resistance increases to higher values in all cases due to the progression of layer inversion.

**Discussion**

It has been rationalized that there should not be a change in the thermodynamic driving force for the silicide-phase transformation on the poly-Si since the Si grain boundary energy is about one order of magnitude smaller than the difference in the heat of formation of NiSi and NiSi$_2$, and two orders of magnitude smaller than the heat of formation of a typical silicide. We have previously found that NiSi$_2$ was formed with Ni silicidation on undoped poly-Si after annealing at 700°C. The slightly early nucleation of NiSi$_2$ on poly-Si compared to that on Si(100) at 750°C was attributed to the
generation of a higher number of nucleation sites and/or a higher chance for the nuclei to be stabilized during the layer reconstruction. On the other hand, the compressive stress generated during NiSi$_2$ formation could be compensated by the tensile stress generation during layer inversion and lower nucleation barrier of NiSi$_2$. In this study, NiSi$_2$ was found to form on the poly-Si substrates with and without ion implantation (BF$_2^+$ or N$_2^+$) after annealing at 700°C. Therefore, NiSi$_2$ nucleation on poly-Si (whether doped or undoped) is more favorable compared to that on Si(100) or Si(111). The result is intriguing since layer inversion of the ion-implanted poly-Si samples was obviously suppressed at 600°C. The formation of NiSi$_2$ at 700°C therefore implies that layer inversion could have been initiated substantially at 700°C and consequently promotes the nucleation of NiSi$_2$.

The silicide-enhanced grain growth in poly-Si occurs mainly by the growth of existing grains via secondary grain growth. This can be driven solely by the reduction of the total energy associated with the normal grain boundaries. Differences in surface energy can supply an additional driving force for the growth of secondary grains. According to the secondary grain growth model, the driving force can be represented by

$$
\Delta F = \frac{2(\Delta \gamma)}{h} - \frac{1.15\gamma_{gb}}{r_n} + \frac{2\gamma_{gb}}{r_s}
$$

where $\Delta \gamma$ is the surface energy anisotropy ($\Delta \gamma = \gamma - \gamma_{\text{min}}$), $h$ the thickness, $\gamma_{gb}$ the grain boundary energy, $r_n$ the secondary grain size, and $r_s$ the dimension of the normal grain matrix.

The initial as-deposited poly-Si comprises needle-like columnar grains that result in large $\Delta \gamma$ and $\gamma_{gb}$ and thus have a high driving force for secondary grain growth. The Si for grain growth is provided by the small poly-Si grains at the bottom interface, which are consumed by the silicide until all the small poly-Si grains at the lower interface are consumed. The poly-Si grain growth invades the silicide layer and ends up with much larger grains settling at the oxide interface.

We have shown that ion implantation using BF$_2^+$ and N$_2^+$ have suppressed layer inversion. The incorporation of dopants into the silicide layer can account for the change in the layer inversion behavior. In addition, the enhanced poly-Si grain growth due to BF$_2^+$ implant was attributed to the reduced driving force for layer inversion. The inhibition of poly-Si grain growth by N ions has also been shown to be effective in suppressing layer inversion. The nucleation of NiSi$_2$ occurred at 700°C on the poly-Si samples with or without ion implantation, is attributed to a substantial initiation of layer inversion that has occurred at 700°C.

**Conclusions**

R. Lee and W. D. Wang are acknowledged for technical assistance. This work is supported in part by the NUS-CSM special project and an NSTB grant.

**Acknowledgments**

National University of Singapore assisted in meeting the publication costs of this article.
References